
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
ISP-107 

 
 

Custom Full Containment Seat System 
 
 
 

Instructions will work for other ISP seat systems 
 
 

Installation Guide 
 

 

 

 

 

 
 
 

Date of Manufacture: ____/____/20____ 
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The ISP -107  Full Containment Seat System is the result of many years of static load tests and 

dynamic crash testing as well as documented on track high G impacts. 
 
 

Confirm all parts listed on the attached òParts Includedó list (Page 5)  are 

available.    (If you are missing hardware please call ISP for a replacement) 

 

Read entire instruction packet prior to installation.  

 

Call ISP with any questions or concerns  

(704) 455 -3060  
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WARNING!  

 

1. instructions in this installation guide are best practice recommendations, your specific application may 
differ from included diagrams and instructions. 
 

2. The purchaser assumes all responsibility for proper installation of the seat and all associated hardware 
and components.  Innovative Safety Products is not responsible for any damage, injury or other 
consequences of improper, incomplete, faulty, or negligent installation. 
 

3. Read and study this entire manual completely, including all photos and illustrations, before beginning 
installation please contact Innovative Safety Products Technical Support at (704) 455-3060 with any 
questions or concerns. 
 

4. The purchaser assumes all responsibility for compliance with the applicable rules and regulations of any 
sanctioning body governing racing or other events in which the purchaser will participate.  Innovative 
Safety Products makes no representations or warranties and shall not be responsible as to compliance 
of the seat with the rules and regulations of any sanctioning organization. 
 

5. By using this product you are releasing Innovative Safety Products from all liability with the 
understanding that need for such a safety device you are willingly participating in a dangerous activity 
and Innovative safety products cannot take responsibility for circumstances beyond our control. 

 
 
 

 

 

 

 

 

 

 

 

DISCLAIMER OF WARRANTY  

 

THIS PRODUCT AND ALL COMPONENT PARTS ARE SOLD "AS IS", "WITH ALL FAULTS,ò AND NEITHER 
INNOVATIVE SAFETY PRODUCTS, NOR ANY OF ITS SUBSIDIARIES OR AFFILIATES, PROVIDE ANY 
WARRANTY OF ANY KIND, EXPRESS OR IMPLIED, WITH REGARD TO THE PRODUCT.  INNOVATIVE 
SAFETY PRODUCTS, AND ITS SUBSIDIARIES OR AFFILIATES, EXPRESSLY DISCLAIM ANY AND ALL 
OTHER WARRINTIES, EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION, ANY IMPLIED 
WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR 
NONINFRLNGEMENT.  FURTHER, NEITHER INNOVATIVE SAFETY PRODUCTS, NOR ANY OF ITS 
SUBSIDIARIES OR AFFILIATES, WARRANT THE RESULTS YOU MAY OBTAIN BY USING THE PRODUCT.  
THIS DISCLAIMER OF WARRANTY CONSTITUTES AN ESSENTIAL AND INTEGRAL PART OF THE 
AGREEMENT FOR PURCHASE OF THIS PRODUCT. 
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Ov erview  and Parts List  

 
 
The mounting of all seats in all forms of racing is basically the same, your hips and lower back must be mounted very 
solid. 
 
The seat will be mounted securely to the vehicle in three locations (1) upper back (2) seat bottom rear and (3) seat bottom 
front. 
 
Seat to chassis bottom mounts must be constructed of steel. 
 
Bolts: 5/16ò or 3/8ò SAE Grade 5 are preferred type. SAE Grade 8 bolts are hard and potentially more brittle (The shock 
from a very hard impact can push a brittle Grade 8 fastener to failure in this situation Grade 5 bolts are more likely to bend 
and absorb the shock) 
 
Body Washers: .125ò thick by 1ò diameter minimum must be used for all fasteners mounted to the seat.  
 
Nuts: locking nuts are preferred at all attachment points. 
 
4 - 3/8"-16 X 2" Grade 5 Bolt 
4 - 3/8"-16 Nylon Locking Nut 
4 - 3/8" X 1 3/4" X 1/8" Fender Washer 
4 - 3/8" X 1 3/8" X 1/8" Fender Washer 
24 - 5/16"-18 Nylon Locking Nut 
20 - 5/16"-18 X1" Button Head Socket Cap Screw 
4 - 5/16"-18 X1 1/4" Button Head Socket Cap Screw 
48 - 5/16" X 1" X 1/8" Fender Washer 
1 - Offset HANS head (if ordered) 
2 - Shoulder Supports 
1 - Stealth Head Support 
1 - Seat 
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(Step 1)  

 

Seat Base Mounting  

(Typical/All) 
 
 

1. Mounting Brackets should be heavy duty in construction and mounted to a solid surface i.e. Roll 
Cage or vehicle floor with appropriate bracing or reinforcement to prevent pull through when under 
High G impact loads.  (4) 3/8 inch Grade 5 bolts are provided and should be used, if different 
hardware is needed, typical "Grade 5" bolts from your vendor will suffice and will still require 
proper washers and locking nuts.  In all cases when mounting through any tubing welded bungs 
are highly recommended to prevent tube collapse under High G impact loads.  In all cases with 
safety systems check and recheck, if you don't know ask the appropriate safety representative in 
your racing organization. 

 
2. Completely Mount base of seat prior continuing with any other mounting or adjustment steps 

proper seat mounting will include both front corners and either the lower rear corners of seat back 
or back rear corners of seats bottom again totaling in (4) fasteners to secure lower portion of seat 
Figures 6a and 6b. 

 
3. Adjust steering position to suit drivers preference.  Note: Proper steering wheel location is 

required to determine best fit when mounting shoulder supports. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

Figure 6a Figure 6b 

Seat Back 

Seat Bottom 

Front Corners 

Seat Bottom 
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(Step 2) 

 

Offset HANS Head  

(Typical/All) 
 

1. With seat base installed in vehicle and permanent back angle is obtained you may proceed with 
installation of offset head support. 

 
2. Install all padding upholstery driver will need to sit in seat wearing driving suit, head/neck restraint 

and helmet.  Be certain driver is sitting same position as when operating vehicle. 

 
3. Bend lower mounting point on offset head support (Figure 7a) to fit seat back leaving upper 

portion straight up and down (Figure 7b) (This angle dictates proper line of sight when installing 
Stealth Head Support (Pg. 10), if angle is not correct the front tip of the Head Support will be tilted 
up or tilted down. 

 
4. Hold offset head support in position so upper seat belt holes are even with top of drivers 

shoulders.  Seat belts should pass through holes with minimal to no touching of seat back this will 
allow for proper tightness of seatbelts. (Figure 7b) 

 
5. Mark outside edges of Offset Head Support on back of seat with a permanent marker. 
 
6. Remove driver from vehicle. 
 
7. 8. Offset Head Support can sandwich between seat and back mounting bracket.  Recommend 

using 4 Grade 5 button head bolts in this area 5/16 inch or larger with locking nuts or as in our 
illustration you may also chose to mount seat back bracket under Offset Head mounting location 
(Figure10d). 

 

 

 

 

 

 

 

 

 

 

 

 

  

90° 

Figure 7a 

Figure 7b 

Line of Sight 

Seatbelt Hole 
Height 
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(Best Practices)  

 

Shoulder  Support /Other Brackets  Mounting  

(Typical/All) 
 
 
 
Proper placement of fasteners: 
 
When fender washers are to be used they should always be located as far to outside edge of seat 
and as close to brake line in seat as possible (Figure 8a).  Four fasteners will be used per shoulder 
support to attach to back of seat (Figure 8a) hardware included.  The images may not match your 
configuration exactly however the basics apply for "ALL Innovative Safety Products Racing Seat 
Installations" 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Figure 8a Figure 8b 
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(Step 2)  

 

Shoulder Support Mounting  

(Stealth Head/Shoulder System) 
 

1 Right Shoulder:  With your seat base mounted at proper angles, place your steering wheel at 
the proper distance and angle from your chest.  To mount the RIGHT shoulder, hold the wheel 
as you always do and turn to the left.  This will make your right elbow move up.  In this position 
your helper will place the shoulder support at the top of your arm just on your shoulder about the 
same angle as your arm (Figure 9b).  Once you are comfortable with this positioning, your helper 
can mark on the back of the seat where the shoulder support will be mounted (Figure 9a).  
Remember to have foam and upholstery on your shoulder support and to mount the support as 
tight as possible. Simulate turning right and left to make sure you have total movement. 

 
2 Left Shoulder:  With your seat base mounted at proper angles, place your steering wheel at the 

proper distance and angle from your chest.  To mount the LEFT shoulder, hold the wheel as you 
always do and turn to the right.  This will make your left elbow move up.  In this position your 
helper will place the shoulder support at the top of your arm just on your shoulder about the 
same angle as your arm (Figure 9b).  Once you are comfortable with this positioning, your helper 
can mark on the back of the seat where the shoulder support will be mounted (Figure 9a).  
Remember to have foam and upholstery on your shoulder support and to mount the support as 
tight as possible. Simulate turning right and left to make sure you have total movement. 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

  

Figure 9b Figure 9a 
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(Step 3)  

 

Head  Support Mounting  

(Stealth Head/Shoulder System) 
 
1. Head support should be placed with narrow arm section below eye and above tip of nose (Figure 

10a) this will allow driver to see over support.  If needed head support may tilted down slightly 
however should not drop below tip of nose. (Figure 10b) 

 
2. Head support will be bolted to seat head with four 5/16" button head Grade 5 bolts eight 1/8" thick 

body washers and 4 5/16" Nylon Locking Nuts (hardware included) (Figure 10c). 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Figure 10a Figure 10b 

Figure 10c 


